Round profiles +49(0) 2252/3008-0 | vetter.info@idexcorp.com

Pipe sealing bags CR

The oil resistant alternative to the classics

» Great handling (length/weight) » Optionally with integrated hose

» Very flexible application » Excellent oil and chemical resistance

CR pipe sealing bags from Vetter are made of chloroprene rubber.
This makes them significantly more resistant to mineral or heating
oil than our classic pipe sealing bags made of natural rubber, for
example.

The CR pipe sealing bags are also available with an integrated
filling hose as an option.

Technical data

RDK 2.5 bar (36.25 psi) - testing counter-pressure 10 mWC (14.5 psi), RDK 1.5 bar
(21.75 psi) - testing counter-pressure 5 mWC (7.25 psi)

Pipe Pipe Diameter Cylinder Total Air Weight
Sealing diameter lenght lenght requirement approx.
Bags CR mm/inch mm/inch mm/inch mm/inch litre/cu. ft. kg/lbs
RDK 7/15 2.5 bar 70-150 68 300 345 14 0.6
1440008100 36.25 psi 3-6 2.7 11.8 134 0.5 1.3
RDK 10/20 2.5 bar 100-200 90 510 555 40,3 1.1
1440024300 36.25 psi 3.9-7.9 35 20.1 21.9 1.6 24
RDK 15/30 2.5 bar 150-300 145 465 510 80 25
1440008000 36.25 psi 6-12 5.7 18.1 20 2.8 55
RDK 20/40 2.5 bar 200-400 195 650 700 224 3.4
1440027100 36.25 psi 7.9-15.7 7.7 25.6 27.6 8.8 7.5
RDK30/60 2.5 bar 300-600 295 735 780 508 7.3
1440007900 36.25 psi 12-24 11.6 29 304 18 16.1
RDK60/120 1.5bar  600-1,200 580 1,320 1,365 2,475 27
1480004800 21.75 psi 24-48 22.8 52 53.7 87.4 29.5

Additional sizes can be supplied on request.
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